
Modern Burner Unit… 

uuupppgggrrraaaddee

DAGnAbit! 
SCORCHED 

ANOTHER one. 

GUESS I’LL 
tHrow iT AWAY. 

NO!  WAiT! I’LL 
EAT iT. 

I’M  HUNGRY 
enough TO  eat 
A HMMWV TiRE! 

I’M  HUNGRY 
enough TO 
eat An MRE! 

I’m so 
hungry, 
I could 
eat a… 

u h h … 

a  ve r y 
… n i c e 

m e a l . 

kkkeeeeeepppsss fffooooood 
fffrrrooom 

bbbuuurrrrnnniiinnng 

fOoD…

aare you using the modern burner unit (MBU) to heat the griddles, ranges or cooking

racks in your field kitchen? If so, take a look at the MBU’s data plate. If the NSN 
is 7310-01-452-8137 and the model number is MBU100, you’re cooking with an 

outdated V1 model. 

Don’t turn in your outdated MBU, 

though. Instead, upgrade it to a V3 model 

by removing the current fuel delivery 

block and replacing it with an upgraded 

• The first decal goes on the MBU’s 

data plate. It lists a new NSN,

Three Decals 

When you  order the upgraded fuel delivery  
block, you also get three decals. Attach 

the decals to the MBU after you’ve 
installed the upgraded block. 

• The second decal goes on the control panel and

identifies the equipment as the MBU V3.

block,   NSN   7310-01-462-4905.   The 

upgraded block has the same NSN as the 

current block. When you order using this 

Get upgraded 

fuel delivery 

block 

model number and part number

for the MBU. The new numbers

show the upgraded fuel delivery

• The third decal goes underneath  the control

knob  and shows an ULTRA LOW fuel setting.

NSN, you’ll get the upgraded block. 

To   remove   and   replace   the   fuel 

delivery  block,  follow  the  procedures 

block has been installed.

JAN      MODERN  BURNER UNIT 
NSN:…....7310-01-507-9310 

JUL 

FUELING  - DO NOT USE GASOLINE 

For manual fueling - see operating instructions 

1. Install MBU in appliance 

2. Connect 24 Volt DC power  cable to
front of MBU and press POWER button

3. Connect fuel hose to front of MBU 
and fuel supply 

4. Turn burner control to HIGH (FUEL) setting 

5. Press FUEL button

6. When fuel indicator stops 
flashing disconnect hose

MBU 
V3

OPERATION 

1. Press POWER button

2. Turn burner control to HIGH
(START) setting

3. Press START button

4. When run indicator lights, turn
burner control to desired setting 

5. In the event of an automatic shut 
down see Operating Instructions 

Shut Down

in WP 0019 of TM 10-7310-281-13&P 
(May 10). 

Why the Upgrade? 
The MBU needs the upgrade because the current block in the MBU100 model 

supports an adjustable heat output ranging from 22,000 to 47,000 BTUs per hour. 
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Model No.:..……...MBU103 

Teleflex Part No.:…MS0003 

Serial No.:… 90-01020 

U.S. Patent #…...5,527,180 
Manufactured by 

SEP 

OCT 

NOV 

7. Press POWER button

START 

STOP HIGH 
(START) 
(FUEL) 

WARNING 

ULTRA 
LOW 

1. Press STOP button

2. Press POWER button

Run Warm 

up 

Fueling/Full 

Low Fuel 

Voltage 

That means when you use the MBU100 on a serving line to keep food warm, it burns 
JUN DEC Fuel 

CARBON MONOXIDE EMISSIONS 
EN SU RE ADEQUATE VENTILATION 

DURING OPERATION 

ALLOW EQUIPMENT TO COOL 

BEFO R E HANDLING 

2 PERSON  LIFT - 68lb MAX 

Service 

TOTAL HOURS 

too hot—even at its lowest setting. Food gets scorched. 

The  upgraded  fuel  delivery 
Upgrade keeps food 

warm without burning it 

99    00    01   02    03   04 
Power 

block  supports  a  heat  output 
with a wider range, from 11,000 

to 53,500 BTUs per hour. That 

means you can adjust the MBU 

for  lower  heat  and  not  burn 

your food. 

The block includes an 

upgraded flame sensor that can 

operate at higher temperatures. 

MBUs now in production will include the upgraded fuel delivery block and flame 

sensor. They’ll also feature the new decals and the new NSN, model number and 

part number: 

NSN 7310-01-507-9310 

Model MBU-V3 

Part number MS0003 
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